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Fiber Pigtailed PM Tap PhotoDiode

Standard package Mini package
Feathure
High Responsivity
Low Dark Current
Wide Passband
High Stability and Reliability
Epoxy Free Optical Path
Application
Optical Amplifier
Optical Networks
Power Monitoring
Fiber Sensor
Lab
Specification

Parameter Unit Value

Center Wavelength nm 1310, 1550, 1310&1550
Bandwidth nm +/-50
Tap Ratio % 1% 2% 5% 10%
Insertion Loss dB 0.5 0.6 0.7 1.0
Responsivity mA/W 6~15 12~25 30~65 60~120
Return Loss dB ≥40
Extinction Ratio dB ≥20
Dark Current

(VR=5V, 70°C)

Bandwidth=2G
nA

≤2.5
Bandwidth=0.5G ≤10

Capacitance

(VR=5V, 1MHz)

Bandwidth=2G
pF

≤1
Bandwidth=0.5G ≤8
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Fiber Type - PM Panda Fiber
Max. Optical Power on PD mW 10

Operating Temperature °C 0~70
Storage Temperature °C -40~85
Soldering Temperature °C ≤260 (<5s, over 2mm from head)
Absolute Max Reverse Voltage V 20

Note: 1. Specifications are for device without connectors; Specifications may
change without notice.

2. To add connectors, IL is 0.3dB higher, RL is 5dB lower, ER is 2dB Lower,
Connector key is aligned to slow axis.
Package Dimensions

Standard size Mini size

Ordering information
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